
The Whitmore Group, consisting of The Whitmore Manufacturing

Company, KATS Coatings, Horizon Lubricants, and Air Sentry, is a leader

in creating component protection technology through the manufacturing

of specialized lubricants, coatings, sealants, and contamination control

breathers with broad product application for a variety of industries.

Since our beginning in 1893, relationships with customers, OEMs and

our Distributor partners have helped maintain our reputation for quality

products, dependable service, and an attention to customer satisfaction. Whitmore’s family of quality products

and services are sold around the world through a service-intensive distribution network committed to technical

support and total customer satisfaction.  Customers in a variety of industries choose Whitmore products for

two simple reasons: the products are designed and manufactured to high quality standards, and they are

available at a fair market value.

Whitmore’s Rockwall, Texas facility includes a fully integrated manufacturing plant, state-of-the-art research

center, training facility, and corporate offices.  Well-trained and competent employee-owners work at every

level of the operation.
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THE WHITMORE GROUP

ENVIROLUBE® ENVIROLUBE® XE AXIOM™ BMG-6000™ SURTAC® 2000 SURSTIK™ DECATHLON™ GOLD
& GOLD HEAVY

Type Asphaltic fluid
with solvent

High viscosity
fluid (non-

asphaltic) with
solvent

High viscosity
fluid*

Grease Paste* Paste* High viscosity
fluid

Primary
application

Ball mills and
kilns

Ball mills and
kilns

Draglines and
shovels

Ball mills and
kilns

Cement kilns
and draglines

Draglines and
shovels

Ball mills and
kilns

Gear coating
appearance

Dark brown,
transparent

Brown,
transparent

Black Black Black Black Colorless,
transparent

Application
method

Spray Spray Spray Spray Spray Spray Oiler wheel
flooding

spray
Comments Asphaltic base

with solvent.
For the most
severe loads.

Uses heavy
polymers
instead of
asphalt.

Excellent anti-
wear

capability in
a pumpable
formulation.

Tacky, robust
grease for

severe loads.

Lubricating
dragline

open gears
since 1996.

Ideal for use
on mining

shovels. Very
water

resistant.

High viscosity
synthetic oil

without solvent.

Maximum
operating

temperature

210°F (100°C) 230°F (110°C) 300°F (150°C) 300°F (150°C) 210° F (100°C) 210°F (100°C) 325° F (160°C)

Low
temperature
pumpability

(Softest grade)

0°F (-18°C) 18°F (-8°C) -40°F (-40°C) +25°F (-4°C) -45°F (-43°C) -30°F (-35°C) +20°F (-7°C)

* These are multi-service lubricants that can be used on mobile equipment such as draglines and shovels, as well as ball mills and other machinery.
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KEEPING YOUR

MACHINERY IN GEAR.


